I NVI TATION TO BID NO  10- R- 2220290
STATE OF ALABANA

DEPTARTMVENT OF FI NANCE REQ ACENCY : 012036
Dl VI SI ON OF PURCHASI NG ALDOT - 6TH DIV EQPT MAIN
AGENCY REQ. NO. : 609-061282
T- NUMBER :
DATE | SSUED : 07/ 14/ 10
I NVI TATION TO BI D VENDOR NO. :
VENDOR PHONE NO. :
SNAP REQ. NO. 1 1442788
BUYER NAME : BERNI E ARANT
FOR: TOTAL STATI ON BUYER PHONE NO. : (334) 242-4201-
PURCHASI NG PHONE NO (334) 242-7250

Bl D MUST BE RECEI VED BEFORE:
DATE: 08/04/10 TIME: 5:00 PM

BI DS WLL BE PUBLICLY OPENED:
DATE: 08/05/10 TIME: 10:00 AM

TO BE COVMPLETED BY VENDOR

I NFORVATI ON | N THI' S SECTI ON SHOULD BE PROVI DED, AS APPROPRI ATE. Bl D RESPONSE
MUST BE IN I NK OR TYPED WTH ORI G NAL SI GNATURE AND NOTARI ZATI ON.

1. DELIVERY: CAN BE MADE DAYSOR WEEKS AFTER RECEI PT OF ORDER
2. TERMVE: (DI SCOUNTS ARE TAKEN W THOUT REGARD TO DATE OF PAYMENT.)
3. PRICE VALID FOR ACCEPTANCE WTHIN DAYS.

4. VENDOR ATI ON REFERENCE NUVBER, | F ANY:

(TH'S NUMBER W LL APPEAR ON THE PURCHASE ORDER)
5. E-MAI L ADDRESS:

| NTERNET WEBSI TE:
6. GENERAL CONTRACTCOR' S LI CENSE NO

TYPE OF G C. LI CENSE:

*axxk | NPORTANT NOTE; * %%
BI DDERS MUST COMPLY W TH ALL "BI D RESPONSE | NSTRUCTI ONS" ON PAGE 2, TO I NCLUDE
ITEM 7 - OCOPY REQUI REMENT.

RETURN | NVI TATI ON TO BI D

US MAIL COURI ER
STATE OF ALABANA STATE OF ALABANA
DEPARTMENT OF FI NANCE DI VI SI ON OF PURCHASI NG
DI VI SI ON OF PURCHASI NG RSA UNI ON BUI LDI NG
P O BOX 302620 100 N. UNTON ST., SUTE 192
MONTGOMVERY, AL 36130-2620 MONTGOMERY, AL 36104

S| GNATURE AND NOTARI ZATI ON REQUI RED
| HAVE READ THE ENTIRE Bl D AND AGREE TO FURNI SH EACH | TEM OFFERED AT THE PRI CE QUOTED.
| HERBY AFFI RM | HAVE NOT BEEN I N ANY AGREEMENT OR COLLUSI ON AMONG BI DDERS | N
RESTRAI NT OF FREEDOM OF COWPETI TI ON BY AGREEMENT TO BID AT A FI XED PRICE OR TO
REFRAI N FROM BI DDI NG

SWORN TO AND

FETN OR SSN AUTHORI ZED ST GNATURE (T NK)
SUBSCRI BED BEFORE ME THI S
COVPANY NANE TYPE/ PRI NT AUTHORT ZED NAVE
_ DAY OF
VAT L ADDRESS TITLE
NOTARY PUBLTC OTY, STATE, ZTP TOLL FREE NUVBER
TERM EXP:

PHONE TNCLUDI NG AREA CODE FAX NUVBER



STANDARD TERMS & CONDI Tl ONS VENDOR NAME

VENDOR NUMBER: -
| TB NO. : 10-R- 2220290 PAGE 2
I NVI TATION TO BI D OPEN DATE : 08/05/10 TIME 10:00 AM

RETURN DATE: 08/04/10 TIME 5:00 PM

AUTHORI TY:
THE DEPARTMENT OF FI NANCE CODE OF ADM NI STRATI VE PROCEDURE, CHAPTER 355-4-1 EFFECTI VE
DECEMBER 20, 2001 IS | NCORPCRATED BY REFERENCE AND MADE A PART CF T HI S DOCUMENT. TO RECEI VE A
COPY CALL (334)242-7250, OR OUR WEBSI TE WAV PURCHASI NG. ALABANVA. GOV .

| NFORVATI ON AND ASSI STANCE TO M NORI TY AND WOMVEN- OANED BUSI NESSES | N ACQUI Rl NG M WBE CERTI FI CATI ON MAY
BE OBTAI NED FROM THE OFFI CE OF M NORI TY BUSI NESS ENTERPRI SE, 1-800-447-4191.

BI D (1 TB) RESPONSE | NSTRUCTI ONS REV: 01/ 14/10
1. TO SUBM T A RESPONSI VE BI D, READ THESE | NSTRUCTI ONS, ALL TERMS, CONDI TI ONS AND SPECI FI CATI ONS.

2. Bl D ENVELOPES/ PACKAGES/ BOXES MUST BE | DENTI FI ED ON FRONT, PREFERABLY LONER LEFT CORNER AND BE
VI S| BLE WTH THE BI D NUVMBER AND OPENI NG DATE. EACH | NDI VI DUAL BI D (I DENTI FI ED BY A UNI QUE BI D
NUMBER) MUST BE SUBM TTED | N A SEPARATE ENVELOPE. RESPONSES TO MULTI PLE Bl D NUMBERS SUBM TTED I N
THE SAME ENVELOPE/ COURI ER PACKACGE, THAT ARE NOT | N SEPARATE ENVELOPES PROPERLY | DENTI FI ED, W LL
BE REJECTED. THE DI VI SION OF PURCHASI NG DOES NOT ASSUME RESPONSI Bl LI TY FOR LATE BI DS FOR ANY
REASON | NCLUDI NG THOSE DUE TO POSTAL, OR COURI ER SERVI CE. Bl D RESPONSES MJST BE I N THE DI VI SI ON
OF PURCHASI NG OFFI CE PRIOR TO THE "RECEI VE DATE AND TI ME' | NDI CATED ON THE BI D.

3. BID RESPONSES (PAGE 1, PRI CE SHEET AND ADDENDUMS (WHEN SI GNATURE | S RE I RE ? MJST BE I N I NK OR
TYPED ON TH S IVENT.  OR EXACT FORMAT W TH SI GNATURES BEI NG HANDVRI G NALS I N I NK
(PERSON_SI GNI NG BI D, NOTARY, AND NOTARY EXPI RATI , OR THE BID WLL BE REJ ECTED. UNLESS | NDI CATED
IN THE BID, ALL PRI CE PAGES MJUST BE COVPLETED AND RETURNED. | F AN ITEM IS NOT BEI NG BI D, | DENTIFY
IT AS NB (NOBID). PAGES SHOULD BE SECURED. THE DI VI SI ON OF PURCHASI NG DOES NOT ASSUME
RESPONSI Bl LI TY FOR M SSI NG PAGES. FAXED BI D RESPONSES W LL NOT BE ACCEPTED.

4. THE UNIT PRI CE ALWAYS GOVERNS REGARDLESS OF THE EXTENDED AMOUNT. A UNIT PRI CE CHANGE ON A LI NE
MUST BE | NI TI ALED BY THE PERSON SI GNING THE BI D, OR THAT LINE WLL BE REJECTED. THI S | NCLUDES A
CROSS- QUT, STRI KE- OVER, | NK- OVER, WH TE- QUT, ERASURE, OR ANY OTHER METHOD CHANG NG THE PRI CE.

5. A "NO BID' MUST BE RETURNED TO REMAI N ON A CLASS/ SUBCLASS. RETURN PAGE 1 OR NOTI FI CATI ON PAGE
MARKED "NO-BID'. I DENTIFY IT ON THE ENVELOPE AS A "NO-BID'. FAILING TO RESPOND TO 3 ITB'S WTHI N
THE SAME CLASS/ SUBCLASS W LL AUTOVATI CALLY PURGE THE VENDOR FROM THAT CLASS/ SUBCLASS. RESPONDI NG
WTH 6 "NO BIDS" WTH N THE SAME CLASS/ SUBCLASS W LL AUTOVATI CALLY PURCE THE VENDOR FROM THAT CLASS/
SUBCLASS. A "NO BID' RECEI VED LATE |'S CONSI DERED A NO RESPONSE.

6. THE DI VISION OF PURCHASI NG | S NOT RESPONSI BLE FOR M SI NTERPRETATI ON OF DATA FAXED FROM THI S OFFI CE.

7. THE DI VI SION OF PURCHASI NG REQUI RES AN ORI G NAL AND A M Nl MUM OF ONE COVWPLETE EXACT COPY (TO | NCLUDE
SI GNATURE AND NOTARY) OF THE | NVI TATI ON-TO-BI D RESPONSE. THE ORI GI NAL_AND THE CCOPY SHOULD BE
SUBM TTED TOGETHER AS A BI D PACKAGE. FAI LURE TO MARK RESPONSES AS "ORI G NAL" AND/ OR " COPY" COULD
RESULT I N THE ENTI RE Bl D RESPONSE BEI NG REJECTED.

8. AN | MPROPERLY SUBM TTED BI D, LATE BID, OR BID THAT IS CANCELLED ON OR BEFORE THE OPEN NG DATE W LL
BE HELD FOR 90 DAYS AND THEN DESTROYED. THE BI D MUST BE RETRI EVED DURI NG REGULAR WORK HOURS,
MONDAY - FRI DAY, EXCEPT STATE HOLI DAYS. AFTER THE BI D |'S DESTROYED, THE DI VI SION OF PURCHASI NG
ASSUMES NO RESPONSI BI LI TY FOR THE DOCUNMENT.

DI SQUALI FI EDY CANCELLED BI D

Bl DS THAT ARE | MPROPERLY SUBM TTED OR RECElI VED LATE W LL BE A RESPONSE FOR RECORD, BUT WLL NOT BE
RETURNED OR A NOTI FI CATI ON MAI LED.

THE FOLLON NG | S A PARTI AL LI ST WHEREBY A BI D RESPONSE W LL BE DI SQUALI FI ED:

Bl D NUMBER NOT ON FACE OF ENVELOPE/ COURI ER PACKAGE/ BOX

RESPONSES TO MULTI PLE Bl D NUMBERS | N SAME ENVELOPE NOT PROPERLY | DENTI FI ED

Bl D RECEI VED LATE

Bl D NOT SI GNED/ NOT ORI G NAL SI GNATURE

Bl D NOT NOTARI ZED) NOT ORI G NAL SI GNATURE OF NOTARY AND/ OR NO NOTARY EXPI RATI ON
NOTARI ZED OAN SI GNATURE

REQUI RED | NFORVATI ON NOT SUBM TTED W TH BI D

FAI'LURE TO SUBM T THE ORI G NAL BI D AND A COVPLETE EXACT COPY

CERTI FI CATI ON PURSUANT TO ACT NO. 2006-557

ALABAVA LAW ( SECTI ON 41-4-116, CCDE OF ALABAMA 1975) PROVI DES THAT EVERY BI D SUBM TTED AND CONTRACT
EXECUTED SHALL CONTAI N A CERTI FI CATI ON THAT THE VENDOR CONTRACTOR, AND ALL OF | TS AFFI LI ATES THAT
MAKE SALES FOR DELI VERY | NTO ALABAMA OR LEASES FOR USE | N ALABAMA ARE REG STERED, COLLECTING_ AND
REM TTI NG ALABAVA STATE AND LOCAL SALES, USE, AND/ OR LEASE TAX ON ALL TAXABLE SALES AND LEASES | NTO
ALABAMA. BY SUBM TTING TH' S BI D, THE BI DDER | S HEARBY CERTI FYI NG THAT THEY ARE I N FULL COWVPLI ANCE
W TH ACT NO. 2006-557, THEY ARE NOT BARRED FROM Bl DDI NG OR ENTERI NG | NTO A CONTRACT PURSUANT TO
éﬁlé-Rﬁl_l- jlillgAT'lA('\i?l iAgKl';lgL/\léEDGES THAT THE AWARDI NG AUTHORI TY MAY DECLARE THE CONTRACT VO D | F THE



SPECI AL TERMS & CONDI Tl ONS VENDOR NAME

VENDOR NUMBER: -
| TB NO. : 10-R- 2220290 PAGE
I NVI TATION TO BI D OPEN DATE : 08/05/10 TIME 10:00 AM

RETURN DATE: 08/04/10 TIME 5:00 PM

I NTENT TO AWARD

EFFECTI VE MAY 1, 2008, THE STATE OF ALABAMA - DI VI SI ON OF PURCHASI NG
WLL | SSUE AN ' I NTENT TO AWARD BEFORE A FI NAL AWARD | S MADE. THE
"I NTENT TO AWARD W LL CONTI NUE FOR A PERI OD OF FI VE (E)P CALENDAR
DAYS, AFTER WH CH A PURCHASE ORDER W LL BE PRODUCED. ON FI NAL
AWARD, ALL RI GHTS TO PROTEST ARE FORFEI TED. A DETAI LED EXPLANATI ON
OF TH S PROCESS MAY BE REVI EVMED I N THE ALABAMA ADM NI STRATI VE CODE -
CHAPTER 355-4-1(14).

ALTERNATE BI D RESPONSE
UNLESS STATED ELSEWHERE I N THI S | NVI TATION-TO-BI D (1 TB) THE STATE OF
ALABAVA W LL ACCEPT AND EVALUATE ALTERNATE BI D SUBM TTALS ON ANY
ITB'S. ALTERNATE Bl D RESPONSES W LL BE EVALUATED ACCORDI NG TO THE
REQUI REMENTS AS ALL OTHER RESPONSES TO THI S | TB.

I NTERNET VEBSI TE LI NK' S

| NTERNET AND/ OR VEBSI TE LI NKS W LL NOT BE ACCEPTED I N Bl D RESPONSES
,_IA_% él g)EANS TO SUPPLY ANY REQUI REMENTS STATED IN THI S | TB (I NVI TATI O\

PRODUCT DELI VERY, RECEI VI NG AND ACCEPTANCE
I N ACCORDANCE W TH THE UNI VERSAL COMMVERCE CODE ( CODE OF ALABANA,
TI TLE 7), AFTER DELI VERY, THE STATE OF ALABAMA HAS THE RI GHT TO
I NSPECT ALL PRODUCTS BEFORE ACCEPTI NG. THE STATE W LL | NSPECT
PRODUCTS | N A REASONABLE Tl MEFRAME. S| GNATURE ON A DELI VERY DOCUMENT
DOES NOT CONSTI TUTE ACCEPTANCE BY THE STATE. THE STATE W LL ACCEPT
PRODUCTS ONLY AFTER SATI SFACTORY | NSPECTI ON.

SALES TAX EXEMPTI ON

PURSUANT TO THE CODE OF ALABAMA, 1975, TITLE 40-23-4 (ég( F\/I%l?' THE
STATE OF ALABANA |S EXEMPT FROM PAYI NG SALES TAX. AN EXEMPTI ON LETTER
W LL BE FURNI SHED UPON REQUEST.

I N\VO CES

I NQUI RI ES CONCERNI NG PAYMENT AFTER | NVO CES HAVE BEEN SUBM TTED ARE
TO BE DI RECTED TO THE RECEI VI NG AGENCY, NOT THE DI VI SI ON OF PURCHASI NG

Bl D RESPONSES AND Bl D RESULTS

UNEVALUATED BI D RESPONSES (NOT BI D RESULTS) ARE AVAI LABLE ON OUR V\EB
SI TE AT WAV PURCHASI NG. ALABAVA. GOV. BI D RESULTS W LL BE MADE AVAI LABLE
FOR REVIEWIN THE DI VI SI ON OF PURCHASI NG CFFI CE, BUT ONLY AFTER THE

Bl D HAS BEEN AWARDED. WE DO NOT FAX OR MAIL COPI ES OF BI D RESULTS.

IF A VENDOR W SHES TO REVI EWBI D RESULTS | N QUR OFFI CE, THEY SHOULD
FAX THEI R REQUEST TO REVI EW THE BI D TWO DAYS | N ADVANCE TO THE "BI D
REVI EW CLERK" AT (334) 242-4419. BE SURE TO REFERENCE THE BI D NUMBER

FOREI GN CORPCRATI ON - CERTI FI CATE OF AUTHORI TY

ALABAMA LAW PROVI DES THAT A FORElI GN CORPORATI ON (AN OUT- OF- STATE
COVMPANY/ FI RM) NMAY NOT TRANSACT BUSI NESS | N THE STATE OF ALABANMA UNTI L
I T OBTAINS A CERTI FI CATE OF AUTHORI TY FROM THE SECRETARY OF STATE.
SECTI ON 10- 2B-15. 01, CODE OF ALABANVA 1975. TO OBTAIN FORMS FOR A
CERTI FI CATE OF AUTHORI TY, CONTACT THE SECRETARY OF STATE, CORPORATI ONS
DI VI SI ON, (334) 242-5324. THE CERTI FI CATE OF AUTHORI TY DCES NOT KEEP
THE VENDOR F SUBM TTI NG A BI D.

Bl D | DENTI FI CATI ON

REFERENCE PACE 2, | TEM 2. DUE TO THE POSTAL SERVI CE PUTTI NG BAR CODE
LABELS ON ENVELOPES, | T CONCEALS THE Bl D NUMBER AND DATE | F THE VENDOR
HAS WRI TTEN THEM OTHER THAN THE LOWER LEFT CORNER, THEREFORE THE BI D
WOULD BE REJECTED FOR NOT BEI NG PROPERLY | DENTI FI ED.



SPECI AL TERMS & CONDI Tl ONS VENDOR NAME

VENDOR NUMBER: -
| TB NO. : 10-R- 2220290 PAGE
I NVI TATION TO BI D OPEN DATE : 08/05/10 TIME 10:00 AM

RETURN DATE: 08/04/10 TIME 5:00 PM

AWARD:

AWARD WLL BE MADE "ALL OR NONE'" TO THE LOWEST RESPONSI BLE BI DDER
MVEETI NG ALL SPECI FI CATI ONS.

FREI GHT:

BID IS F.O B. DESTINATION. ANY FREI GHT CHARGES MUST BE | NCLUDED I N
THE BI D PRI CES.



PRI CE SHEET VENDOR NAME
VENDOR NUMBER:

| TB NO. : 10-R- 22202-90 PAGE
I NVI TATION TO BI D OPEN DATE : 08/05/10 TIME 10:00 AM
RETURN DATE: 08/04/10 TIME 5:00 PM
LI NE EXTENDED
NO. COVMODI TY/ SERVI CE DESCRI PTI ON QUANTITY UNNT UNIT PRI CE AMOUNT
UNLESS SPECI FI ED OTHERW SE BELOW
SH P TG 012036 / 012MD1
ALDOT - 6TH DIV _EQPT MAIN
EQUI P VAI NT SUPE
660 CHI SOLM STREET
MONTGOVERY AL 36130
00001 COWMODI TY CODE: 305-80-052052 1 EA

SURVEY SYSTEM ELECTRONI C TOTAL STATI ON,
PER PROVI DED SPECI FI CATI ONS.

MFR:

CETCA " TTCRIZ05 —
**NO SUBSTI TUTE* *
ONLY SPECI FI ED BRAND AND MODEL ACCEPTED.

PAGE TOTAL

Bl D TOTAL




General Requirement Specification
High-End Electronic Total Station

April 2010



1 Introduction

This specification describes the requirements for an electronic total station (ELTS) which can operate
directly with an industry standard CF Type on-board data collection unit (ODCU). Other required
features are described that will enhance productivity and ensure compatibility with existing or
anticipated related equipment. Additionally, the instrument and software shall be fulty upgradable and
compatable with existing equipment.

ELTS: Electronic Total Station

ODCU: Onboard Data Collection Unit

GPS: Global Position System

Existing Equipment: Leica TCRP1205(ELTS), Leica ATX 1260 Series(GPS)

Existing Office Software: Leica GEO Office



2 General

2.1 Quality Control

The manufacturer shall adhere to industry standards for quality control in manufacture and performance
of the instrument.
2.1.1 The manufacturer of the ELTS shall be in compliance with ISO8001.
212 On request, the manufacturer shall provide, at the customers’ expense, a
certificate of compliance, calibration, or both, in accordance with the recognized
IS0 standard for the instrument type.
2.1.3 The supplier shall maintain repair parts and service for the ELTS for a period of
five years after instrument production stops.

2.2 Construction

221 To assure long-term accuracy and reliability, the instrument body shall be one
piece metallic construction, with high-strength fiber-reinforced plastic cover plates.
The design emphasis shall be on ruggedness, stability and light weight.

222 To minimize setup time and eliminate maintenance-prone cables, the unit shall be
fully self-contained with integral keyboards, displays, battery and ODC.

223 A rugged carrying handle shall be an integral part of the unit and shall be
removable.

2.3 Transport Case

2.3.1 The ELTS shall be delivered in a rugged transport case, suitable for shipment via
common carrier.

232 The transport case shall contain the following:
Instrument, with tribrach attached; spare internal battery; toolkit for minor field
adjustments; cable or Bluetooth device to connect ELTS to computer; CF card;
ODCU:; sunshade; rain cover; and user manual.

2.4 Human Factors

241 Buttons, focusing ring, and other controls shall be designed to provide a high level
of comfort and convenience for the operator.

242 Face | position of the instrument shall be configurable via the instrument software.

243 Horizontal and vertical motion controls shall be “endless fine drive”. Horizontal
and vertical coarse positioning shall be performed using mechanical friction
couplings; there shall be no clamping mechanism.

2.5 Tribrach

2.5.1 To maximize fiexibility and compatibility with work performed by conventional
opto-mechanical theodolites, the unit shall mount to the industry standard
WILD/LEICA forced-centering tribrach system, and be fully compatible with
current WILD/LEICA theodolite accessories.

252 The ELTS tilting axis height shall be 196mm above the tribrach dish.

253 The ELTS shall be equipped with a laser plummet. An option to use a tribrach
with optical plummet shall be available. This optional tribrach shall include an
optical plummet with 2X magnification, focusing range from 0.5 meters to infinity
and field-of-view of 5.7°.



2.6 Leveling & Plummet

2.6.1
2.6.2

263
264

26.5

2.7 Power Supply

The ELTS shall use a liquid-filled dual-axis electronic compensator.

The compensator shall be switchable ON/OFF from the keyboard or RS232
interface.

The ELTS shall use a graphical electronic display for fine-leveling the instrument.
For efficient plumbing above survey marks, the ELTS shall be equipped with a
laser plummet located in the alidade. The plummet shall automatically be
switched on whenever the user invokes the electronic level display.

For speed and convenience in rough leveling, the ELTS shall have a liquid-filled
circular “bull's-eye” level with a range of 4'.

The ELTS is powered by an onboard battery, or by connection to external battery or power supplies:

271

272
273

274

275

2.76

2.8 Documentation

The ELTS shall be supplied with a battery mounted internally in the standard of
the instrument. The battery shall be easily replaceable without the use of any
tools.

The onboard battery shall be rechargeable Lithium lon, 7.4V, 3.8Ah.

Battery capacity: Under normal conditions, a single battery, fully charged, shall be

capable of providing at least 400 angle and distance measurements (motorized

instrument) or 600 angle and distance measurements (non-motorized instrument).

A battery charger shall be supplied with the ELTS. Typical charging time shall be

90 minutes. A cable to allow the charger to be connected to a car battery (via

cigarette lighter) shall be supplied.

External power supply:

2751 The ELTS shall be compatible with 12V external power supplies or
batteries. External power is supplied to the ELTS via the data-interface
connection described herein.

2.75.2  The ELTS shall be fully compatible with Leica GEB211 and GEB221
batteries. Batteries shall be able to be swapped between existing
ALDOT instrumentation which they already have.

To maximize battery life in the field, provisions shall be incorporated to

automatically shut down: (a) the EDM immediately after completing a

measurement and; (b) the ELTS after a predefined time.

The ELTS shall be supplied with complete user documentation including manuals for applications and
technical data. The documentation shall be supplied as follows:

2.8.1

282
2.8.3

Small-format user manual. To ensure that the manual is readily accessible by field

personnel, this manual shall fit inside the Transport Case.

Field Manuals for instrument operation and the use of onboard applications.

A CD-ROM shall be supplied with the ELTS, and shall contain the following

information:

2.8.3.1 Complete technical documentation (Technical Reference Manual) shall
be supplied in PDF format.

2832 PDF files of the user and field manuals described above.

2.83.3 Current (as of ELTS delivery date) version of instrument firmware and
onboard applications.



2.8.4 Additional technical documentation shall not be included with the ELTS, but may
be obtained from the manufacturer:
2.84.1 Data formats
2842 Interfacing information and external commands



3 Instrument Operation

3.1 Keyboard Display

311
312
313
314
3.1.5

3.16
3.1.7

3.1.8

3.1.9

3.1.10

3.1.1

3.1.12

3.1.13

The ELTS shall be configured with a display/keyboard unit in each face. The
display shall be fixed to the instrument.
The display shall be LCD, illuminatable.
The display shall be graphics-capable, with resolution of 320x240 pixels (% VGA).
The display brightness, illumination, and contrast shall be controliable from the
keyboard.
The keyboard shall use weatherproof keys that are illuminatable.
The key illumination shall be controliable from the keyboard.
The keyboard shall use color-coded keys. The keys shall be sectionalized into
groups for:
3.1.71 Entry of numerical information, one key per number
3.1.7.2  Control and selection of menus using multi-function ‘hotkeys’, cursor
control, and ‘Enter key.
To promote ease of use and maximize initial productivity, all functions supported
by the ELTS shall be selectable from displayed menu selection numbers and
prompts ("Menu Driven.”).
To promote maximum productivity as operator familiarity with the ELTS develops,
all functions supported by the ELTS shall be selectable by numeric keystrokes
corresponding to the displayed menu selection numbers ("Command Driven.”).
Keyboard functions shall include at least the following:
3.1.10.1 Single-keystroke to invoke measure and recording of distance and
angles.
3.1.10.2 Single-key distance measurement.
3.1.10.3 Single-key initiation of manual code entry.
3.1.10.4 Single-key control of ESC function, CE, and ENTER.
3.1.10.5 Single-key access to menu onboard applications programs. This menu
shall be accessible at all times.
3.1.10.6 Single-key access to commonly or often-accessed functions, including:
3.1.10.6.1 EDM parameters for ppm and prism selection
3.1.10.6.2 EDM measure modes
3.1.10.6.3 Electronic level and compensator
3.1.10.6.4 Atmospheric corrections
3.1.10.6.5 Offsets configuration
To prevent accidental switching off, a paired keystroke, with confirmation, shall be
employed to switch off the ELTS.
Alphanumeric input shall supported and be handled in one of two user-selectable
ways:
3.1.10.6 Via function keys. Upper and lower case characters and special
symbols shall be supported.
3.1.10.6 Via the numeric keypad in a manner similar to programmable cellular
telephones.
Language. Standard language shall be English, with Spanish, French, Swedish,
Finnish, Danish, Italian, Portuguese, Norwegian, Japanese, Chinese and German
available.



3.2 Electronic Guide Light

To assist the prism operator in determining the direction in which the ELTS is pointing (i.e. to find ‘line’)
the manufacturer shall provide an Electronic Guide Light System (EGLS).

3.21

3.2.2

323

324
325

The EGLS shall consist of blinking two light sources, one red and one yellow,
mounted above the objective lens of the telescope. When the prism operator is to
one side or the other of line, he or she will see that one light source is more
prominent than the other. When on line, the operator is in the ‘null zone’ between
the lights, and will see neither source.

The EGLS shall be operable in either Face | or Face Ii. To eliminate difficulty due
to color-blindness or other constraints, the light sources shall blink at different
rates.

The operator shall be able to switch the EGLS On or Off and control the intensity
of the lights from a menu that is always available via a single keystroke from any
operation of the ELTS.

The range of the EGLS shall be 150m in average conditions.

The positioning accuracy of the EGLS should be S5cm at 100m.

3.3 Graphical User interface (GUI)
The ELTS shall have a graphical user interface with simple icons displaying instrument status, including:

3.3.1
332
333
3.34
335

Battery charge level

Compensator status

Status of EDM

Prism selected

Status of Target Recognition System

3.4 Configuration Settings
It shall be possible to set and retain indefinitely the following configuration settings into the ELTS via the

keyboard:

3.4.1

342

343

344

Units & Formats

3.4.1.1 Distance units and significant digits displayed
3.4.1.2  Angle units and significant digits displayed
3.4.1.3  Units for temperature and pressure

3414 Coordinate display format: NE or EN

34.1.5  Angles clockwise or counter-clockwise

34.16  ELTS face | position

34.1.7 Time and time display format

34.1.8 Date and date display format

Interfaces and Devices

3421 Baud rate

3422  Parity

3423  DataBits

3424  Stop bit

General Settings

3431 PIN Code setting at instrument startup

3.4.3.2  Start Screen application selection

3433 Definable user menu with most important functions
3434 Definable hotkeys with most important functions
Survey Settings



345

346

34.7

3.4.41 Definable Point ID templates with numeric or alphanumeric
incrementation.

34.42  Definable data display on standard measurement screen.

3443 It shall be possible to store measured data into one job, and access a
second job to obtain points for setup, stakeout and reference line. In
this case, measured data does not affect the information stored in the
2nd job.

3444 Prism constant

3444  Atmospheric and geometric PPM values

Station Data

34.51 Station coordinates

34.5.2  Instrument height

3453 Horizontal orientation

Calibration

3461 Compensator index, longitudinal and transverse errors

3.46.2 Vertical index error

3.46.3 Horizontal and vertical collimation error

3.46.4 Tilting axis error

3465 Calibration for Target Recognition System, if applicable

Storing of Configuration Settings

To allow rapid and consistent configuration, ELTS shall be able to read
and write the stored configuration settings to a data file residing on the
ODCU.



4 Angular Measurement

4.1 General
411

41.2

414

The angle measurement system shall use absolute encoders, preventing the
need for manual indexing or electronic reorientation of circles upon power-up,
even though instrument orientation may have been changed during power off.

To reduce errors associated with circle eccentricity, the ELTS shall employ
diametrically opposed sensors for reading the encoders.

The angle measurement system shall be configurable for angles left or right from
the keyboard or via the interface.

Accuracy and resolution. The ELTS shall provide horizontal and vertical an angle
measurement accuracies shown in the tables below measured in accordance with
ISO 17123-3.

4.2 Speed of Measurement

4.2.1

422

The angle measurement system shall measure continuously and provide
instantaneous output while the instrument is at rest.

The angle measurement system shall measure continuously and be capable of
providing time-tagged measurements within 0.2 second while the instrument is
moving at any rotational speed below 45 degrees (50 gons) per second.

4.3 Automatic Corrections

4.3.1

432

Corrections to horizontal and vertical circle readings for minor instrument mis-
leveling (< 4') shall be applied automatically by use of a liquid-filled electronic
dual-axis compensator system.

To eliminate the requirement for manual adjustment of data due to reticule
misalignment and axis errors, the ELTS shall automatically compensate circle
readings by user-determined and stored correction values for vertical index error
and horizontal collimation error.

4.4 Units and Resolution

441

The ELTS subsystem shall support the following angular units:
4411 360 Decimal Degrees, resolution 2, 3 or 4 decimals.

4412 360 Hexagecimal (Degrees, Minutes, Seconds), resolution 60", 10",

5", 1" or 0.1".
4413 400 Gons, resolution 2, 3 or 4 decimals.
4414 6400 mils, resolution 1, 2 or 3 decimals



5 Distance Measurement

5.1 General

5.1.1
51.2

51.3

The ELTS shall use a coaxial infrared distance meter.

As an option, the ELTS shall be equipped with a reflectorless EDM using a visible
red laser beam.

The ELTS shall provide the following features:

5.1.31

5132

5.1.3.3

5.2 Units and Resolution
The ELTS shall support the following units for display of distances and

521

Operator entry of ambient temperature and pressure for caiculation
and storage of atmospheric ppm factor.

Entry and storage of geometric ppm (in 0.1ppm steps) and additive
constant for prism (in 0.1mm steps) directly from the ELTS keyboard.
Automatic correction of distances for earth curvature and refraction.

coordinates:

5211 Meters, resolution 0, 1, 2, 3 or 4 decimals.
521.2 INT Feet, resolution 0, 1, 2, 3 or 4 decimals.
521.3 INT Feet/ Inch

5214 US Feet, resolution 0, 1, 2, 3 or 4 decimals.
5215 US Feet/ Inch



6 Data Collection and Management

6.1 Onboard Data Storage

6.1.1
6.1.2
6.1.3
6.14
6.1.5

The ODCU shall be industry standard CompactFiash (CF) data storage card.
The ODCU shall be operable over the temperature range of -20°C to +50°C.
The ODCU shall be storable over the temperature range of -40°C to +70°C.

The ODCU shall be available in several capacities, 32 MB, 256 MB.

To ensure complete measurement data the ODCU shall store all information to a
comprehensive database file.

To maximize productivity, the ODCU shall allow converting measurement data
into user defined ASCH formats including WILD/LEICA GSI8 and GS1186.
Additional information, including applications log files, text data, and configuration
sets may be stored on the ODCU.

The ODCU shall be accessible for reading and writing from the ELTS keyboard
and from the RS232 port.

The system shall permit editing of data stored on the ODCU. This includes the
following:

6.1.9.1 Input, editing, and deletion of Coordinate Points.

6.1.9.2  Input and editing of Code information.

6.1.9.3  Editing of point numbers.

6.1.94  Editing of measured data is not permitted.

6.2 Coding and Point Descriptions

6.2.1

6.2.2

6.2.3

Thematic Coding and Free Coding

6.2.1.1 The ELTS shall support a thematic coding for points, lines and areas
and a free coding system, in which a descriptor code may be modified
with additional attributes. The values of these attributes may be preset
or input from the keyboard.

6.2.1.2  Atiributes may be designated as Normal (i.e. Optional), Fixed (i.e. not
editable) or Mandatory. If a code with a Mandatory attribute is
selected, the operator will not be allowed to record the code until a
suitable value for the Mandatory attribute has been entered or
selected.

It shall be possible to create new thematic and free codes onboard the instrument

or with the Office Support Tools described below.

QuickCoding: The ELTS shall support numerical or alphanumerical QuickCodes

for thematic or free codes. Upon entry of QuickCode the ELTS shall take and

store a measurement together with the thematic or free code.

6.2.3.1  The QuickCoding shall be available in the Surveying screens.

6.23.2 QuickCodes shall be defined by use of the Office Support Tools
described below.

6.3 Office Software Support Tools

6.3.1

Office Support Software: An integrated set of software tools shall be available to

enable the user to perform the following:

6.3.1.1  Creation and editing of code lists, including thematics, data prompts,
and QuickCode designations.



6.3.2

6.4 Accuracy

6.3.1.2  Import of ASCII coordinate data, using a Coordinate Import Wizard
similar in operation to MS-Excel.

6.3.1.3  Loading firmware and applications to the ELTS.

6.3.1.4  Transfer data to and from the ODCU.

6.3.1.5 Reformatting and post processing of ELTS data.

Office Simulation

An office simulation of the onboard software shall be available for training and

educational purposes.

The TRS shall produce a positioning accuracy of 2 mm. If desired, the pointing accuracy of the TRS may
be reduced to produce faster operation in conjunction with the EDM in tracking mode.

6.5 360° Degree Prism

8.5.1

8.5.2

853

To eliminate the need for the operator to always keep the prism pointed towards
the ELTS, there shall be available a single prism assembly that will reflect the
EDM and TRS signals back to the ELTS, regardless of the horizontal orientation
of the prism.

The prism shall be constructed of six high quality glass corner cube reflectors with
a durable rubber mounting to absorb shocks, and in such a manner that the prism
will not roll if leaned against a wall or other surface.

The prism is attached to the pole or carrier via a quick-release bayonet mount.



7 Onboard Applications

The ELTS shall offer an extensive library of onboard applications software. This software shall reside in
the internal memory of the instrument.

7.1 General

The following applications shall be available as standard delivery:
11.1.1 Setup (Set Azimuth, Known Backsight Point, Resection, Orientation & Height
transfer)
11.1.2 Survey (incl. automatic measurement of points, height to remote object).
11.1.3 2-D and 3-D Stakeout, with graphical guidance.
11.1.4 COGO (Calculation of inverse, traverse, intersections, line and arc calculations,
shift, rotate & scale).

7.2 Optional Applications

Additional applications shall include, but not be limited to:
11.2.1 Building Stakeout via Reference Lines
11.2.2 Road Stakeout
1123 Stakeout to Digital Terrain Model
11.2.4 Sets of Angles
1125 Monitoring
11.2.6 Area Divison
11.2.7 Traversing
11.2.8 Automated Face Scanning
11.2.9 Hidden Points
11.3.0 Seamlessly transfer of data between existing ALDOT instrumentation with no
need of converting format to match what they already are using.



8 Tables

8.1 Physical

Dimensions:
Weight:

- Instrument (non-motorized):
- Instrument (motorized with

TRS):
- Tribrach:
- Battery:

8.2 Environmental

Operating temperature range:

Storage temperature range:
Humidity:
Dust, Water and Sand:

8.3 Telescope

Magnification:
Field-of-view:

Clear objective diameter:
Focusing:

Reticule illumination:
Fully transiting:

8.4 Angle Measurement 3”

Accuracy (ISO 17123-3)

- Horizontal:

- Vertical:
Display least count:
Compensator

- Type:

- Setting Range:

- Sefting Accuracy:

8.5 Angle Measurement 5”

Accuracy (ISO 17123-3)

- Horizontal:

- Vertical:
Display least count:
Compensator

- Type:

- Setting Range:

- Sefting Accuracy:

203 x 226 x 328 mm

4.8 kg
5.5 kg

0.8 kg
0.2 kg

4°F to +122°F  (-20°C to +50°C)
-40°F to +158°F (-40°C to +70°)
Max 95 % non condensing

IP54 (IEC 60529)

30x

1°30’ (1.66 gon)

2.7m at 100m

40mm

1.7m (5.61t) to infinity
selectable from keyboard
yes

3" (1.0mgon)
3” (1.0mgon)

0.1” (0.5mgon)

Centralized dual-axis compensator
4’ (0.07gon)
1” (0.3mgon)

5" (1.5mgon)
5” (1.5mgon)

0.17 (0.5mgon)
Centralized dual-axis compensator

4’ (0.07gon)
5" (1.5mgon)



8.6 Distance Measuring System (Infrared)

8.6.1 General
Type:
Carrier Wave:

8.6.2 Accuracy
Measurement Mode:
Standard (prism):
Fast (prism):

Tracking (prism):

8.6.3 Measurement Time

Measurement Mode:
Standard (prism):
Fast (prism):
Tracking (prism):

8.6.4 Range
Target Type:
Reflective tape target:
Circular prism:

360 Prism:
Mini Prism:

infrared, coaxial
780nm

Accuracy:

2mm + 2ppm
5mm + 2ppm
Smm + 2ppm

Measurement Time:
1.5sec

0.8sec

<0.15sec

Range (average conditions, 20km
visibility):

800 ft (250m) (60 x 60mm target)
10,0001t (3000m)

5,000ft (1500m)

4,000ft (1200m)

8.7 Distance Measuring System (Reflectoriess / Long Range)

8.7.1 General
Type:
Laser;
Carrier Wave:
8.7.2 Accuracy

Measurement Mode:

Standard (RL) 1.5 - 500 m:

Standard (RL) > 500 m:
Long range (prism}):

8.7.3 Measurement Time
Measurement Mode:

Standard (RL) 1.5 -500 m:

Standard (RL) > 500 m:
Long range (prism):

8.7.4 Range
Target Type:

Red laser, coaxial

Visible red laser, can alsoc be used as
pointer

670nm

Accuracy:

3mm + 2ppm
Smm + 2ppm
Smm + 2ppm

Measurement Time:

Typ. 3-6sec
Typ. 3-6sec
Typ. 2.5sec

Range (Avg conditions, 20km visibility)



Reflectorless (Kodak Grey Card, white 1640ft (500m)
side, 90% reflective):

Reflectorless (Kodak Grey Card, grey 990ft (300m)

side, 18% reflective):

Long Range to circular prism: 24,600ft (>7500m)

8.8 Units and Resolution

8.8.1 Angular Units

360 decimal degree: 0.0001 deg
360 sexagesimal: 0.1"

6400 mil: 0.001

400 gon: 0.0001 gon

8.8.2 Distance Units

Meters: 0.0001m
International feet: 0.0001ft
US Feet: 0.0001ft
US Feet and Inches: 0.0001 gon
8.9 Plummet
Type: Laser
Intensity: 10 levels, user selectable
Accuracy: Deviation from plumbline:
1.5 mm at 1.5 m instrument height
Spot size: 2.5 mm at 1.5 m instrument height
8.9.1 Physical
Weight, including battery: 0.753 kg / 1.660 Lb
Dimensions: 218 x 123 x 47 mm
Envircnmental: IP67 (IEC60529)
Dusttight
Waterproof to 1 m temporary immersion
Operating Temperature: -30°C to +65°C
StorageTemperature: -40°C to +70°
Operating Time with one battery: 10 hours

Interface: RS232



